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T.EL.FER. CAN VARY THE PRODUCTS SPECIFICATIONS IN ANY MOMENT WITHOUT NOTICE 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MMMIIINNNIIIMMMUUUMMM   VVVOOOLLLTTTAAAGGGEEE   RRREEELLLAAAYYY   

TF-RV 



 

TF-RV 

MINIMUM VOLTAGE RELAY 

 

GENERAL CHARACTERISTICS 

 8.1 kHz sampling rate 13 bits A/D 

 Resolution 0.1% FS 

 Voltage Range : 0 . . + 1600V (-15 option) 

 Voltage Range : 0 . . + 3200V (-30 option) 

 On site programmable threshold with 50 Volt step 

 10 kV insulation (-15 option) or 20 kV insulation (-30 option) 
between terminals ad power supply 

 2,5 kV 50Hz 1min  insulation between relays outputs and 
power supply  

 Power supply: 85÷260 VDC 

 Power consumption: < 6 VA 
 

DIGITAL OUTPUTS 

 Three on site programmable N.E. or N.D. output relays each 
with one N.O. and one N.C. contact 

 Two relays for watchdog 

 Contacts characteristics: 
o Max  switching current (resistive): 8A 
o Electrical expected life (min. operations, 5A, 30VDC 

resistive): 2 × 105 

 Response delay: <1s (threshold), <3s (watchdog) 

 

PROGRAMMING 

 Done with two externally accessible rotary switches 

 

MECHANICAL 

 IP43 ABS case  

 Size: 200.6mm x 160mm x 90mm (H x L x D ) 

 

ENVIRONMENTAL 

 Operating temperature: -10°C … +55°C 

 Storage temperature: -20°C … +60°C 
 

 

 

 

 

 



 

 

 

CONNECTIONS SCHEME DIMENSIONS 

FUNCTIONAL DIAGRAM 


